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NOVALUX ORNAMENTAL LUMINAIRES 

FOR USE WITH 
GLOBES NO. 107 AND 109 



THESE Novalux ornamental luminaires will add to the beauty 
of your streets and will give you all the light you pay for. 
Illumination is adequate but well diffused; there is plenty of 
light where most needed, but no blinding glare. Always easy to 
clean, the globes present identical appearance at night, uniformly 
bright and sparkling. The glass is strong and tough, not subject 
to breakage from sudden temperature changes. Officials of cities 
and power companies alike find it greatly to their advantage to 
select General Electric luminaires for their street-lighting systems. 

Each luminaire is designed as a complete unit in order to pre- 
serve harmony of appearance from pinnacle to pole base. Casings, 
for instance, are integral parts of the luminaires, not merely 
makeshift adapting auxiliaries. To match fluted poles, there are 
fluted casings for use with two sizes of globes; and there are 
octagonal casings for corresponding poles, and ring casings for 
use with concrete poles. 

The illustrations show one of three distinctive designs of glol s 
recommended for efficient service combined with artistic appear- 
ance. The laminated construction of the rippled alabaster glass 
effects proper diffusion with no loss in efficiency, while the ripples 
are so arranged that rain will leave the globes with a clean rather 
than a dirt-streaked appearance. 

General Electric engineers choose between two methods ol se- 
curing globes in place, both equally good. One method employs a 
guard ring with set screws, and the other uses four globe clamp- 
ing springs. The guard-ring type of fastener minimizes breakage 
due to chipping and cracking when globes are set down carelessly 
on edge. Either method allows tension to be adjusted and dis- 
tributed uniformly around the globe, so that positive holding 
action is assured. 

A new telescopic holder supports canopy, pinnacle, and re- 
fractor (when included) directly from the casing. This construc- 
tion saves the lamp and canopy from damage in case the globe 
is broken. It also provides support for canopy and refractor dur- 
ing relamping and cleaning, thus freeing the lineman's hands. 

Sockets and receptacles, too, incorporate a number of impor- 
tant advantages. Two-screw binding posts provide not only better 
contact but also protection against loss of contact due to vibra- 
tion, etc. Nickel-plated current-carrying parts prevent corrosion 
and maintain low electrical resistance. Stainless-steel reinforcing 
springs retain their tension despite high operating temperatures. 

Scientifically manufactured according to exacting specifica- 
tions of G-E engineers, Novalux ornamental luminaires provide 
good lighting in the proper amount at the right places. 
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COMPLETE LUMINAIRE DATA 
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GLASSWARE DATA 
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• Data -.PpJr to luminaircs without refractors. Lurainariri can be furnished with refrat oaJ. 

To ilm ad J refractor prices (Sj Eiric 3-75686- Sll 50, A-SvnvEmc 234*021-$U cN 

2M6129— $14 00)G-L recommendations specify Light Alafcattf Rippled globes • <•"« 

baste r K cd globes. 

t Forms 9 and 16 cao be used with autotransfortners. Rcf to nearcsr G-i In 

J Prices arc fob point of ihipmcnt, fre-ght allowed, and a -ngc and discount »oft 

iscOffOtt, refer to nearest G-E *ale§ omcc or w rite General Lie Schenectad X. 

( Met*! canop ; es available at <irne price. 
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